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LOCK OPTIONS

greater than the overall panel dimension 
e.g. structural opening for 600 x 600mm 
will be 605 x 605mm.  

Description
This panel is designed to fit into the 
structural membrane of jointless 
plasterboard ceiling systems only.  The 
frame incorporates a beaded frame to 
allow for tape and jointing on site and 
comes complete with a recessed door 
tray to accept a plasterboard infill on 
site.  This type can also be supplied pre-
boarded upon request.

Construction
The Excel range are constructed from 
1mm thick Zintec Steel, and comprise 
of a fixing frame and a fully demountable 
door.  All surfaces are fully protected with 
a polyester powder coating of  white  Ral 
9010 20% gloss (other colours available 
upon request).  The door is fitted with a 
pin hinge, and is secured using a standard 
budget lock.  

Dimensions
Please note that the Excel Range can be 
supplied in any size up to a maximum of 
600 x 600mm only.   For larger sizes please 
refer to our standard range of access 
panels, or contact our sales office.

Fitting
The access panel should be screw fixed 
through the side of the panel frame, and 
will require independent bracing and 
support which is sufficient to secure and 
also allow safe opening of the access 
panel within the ceiling system.  

When installing the access panel, the 
actual size of structural opening in the 
ceiling needs to be +5mm greater than 
the overall panel dimension e.g. structural 
opening for 600mm x 600mm will be 605 
x 605mm. The ceiling needs to be +5mm 

CEILING

The Excel range of access panels are simple to install 
and operate, yet efficient and functional.   
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Structural opening size to be + 5mm  larger than o/a frame size
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Metal door tray with plasterboard 
infill taped & skimmed on site.

Access panel 
frame screw 
fixed to bracing 
within ceiling 
system

Hinge bracket welded to
rear of door tray.

 25mm wide beaded frame
taped and skimmed on site


